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S 220 PM
Screw compressor 22 kW permanent magnet

Permanent magnet motor, 10 bar: the industrial machine of the
range.

Supplied without air receiver or dryer, to be connected to your
compressed air network.

Technical specifications

Power 22 kW

Technology Screw compressor, permanent magnet motor, direct drive

Maximum pressure 10 bar

Air flow (ISO 1217) 3.2 m³/min at 10 bar (3.8 at 7 bar; 3.6 at 8 bar; 2.9 at 12.5
bar)

Air receiver No air receiver

Power supply 380 V three-phase / 50 Hz

Cooling Air-cooled

Noise level 68 to 72 ± 2 dB(A)

Outlet connection G 1"

Dimensions 1100 × 850 × 1000 mm (L × W × H)

Weight 310 kg

Service intervals 500 hours, then every 1,500 hours (reminder shown by the
controller)

Oil 16 L, Shell Corena S3 R recommended

2 years
2 years warranty

15 years
Parts for 15 years

CE
CE compliance

Related consumables

Refrigerated dryer for 22 kW compressor
Vertical air receiver, painted steel

Service kit for screw compressor 22 kW
Pressure gauge
Connection hose

S 220 PMAIRSTAHL — Maestro Équipement

www.airstahl.com/en/s-series-screw-compressors/s-220-pm-screw-compressor-22-kw-permanent-magnet/

Phone: +33 4 82 53 40 02 WhatsApp +33 7 53 26 73 96 contact@airstahl.com


